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MB Airport’s new MB7BT Bi-directional driving Tractor showcases the latest innovation from 

MB’s engineering team. This versatile airport maintenance tractor is designed as a multi-tas-

king platform for both winter and summer maintenance. The MB7BT is a bi-directional tractor 

with articulated steering that can be operated in both directions. It is equipped with PTO and 

a 3-point hitch on both ends, allowing the operator to use two different attachments. With a 

simple spin of the rotating seat, the operator can quickly switch direction without needing to 

change attachments.

MB7BT
Multipurpose tractor

• Weight Category: 20,000 lbs.

• Meets local contentrequirements for FAA AIP funding

• Smaller, maneuverable tractor with various seasonal 

applications

• Lightweight design reduces wear and tear on runways

• Lower initial investment costs and reduced long-term 

fuel usage

Highlights

• Bi-directional tractor with excellent implement visibility 

from the cabin

• Can be simultaneously equipped with attachments on 

both ends

• Full range of attachment options for year-round perfor-

mance

• Hydrostatic power provides smooth drivetrain operation 

and speed control

• Articulated steering for increased maneuverability in 

tight spaces

Your benefits

https://www.aebi-schmidt.com/en_US/products/mb/multipurpose-tractors/mb7bt/
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The MB7BT handles every task with ease, thanks to 

a wide range of attachments that make it ready for 

any season — from mowing and sweeping to snow 

removal and more.
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We know how important it is 

that your machines and equip-

ment are always ready to de-

ploy. Get in touch with us about 

our range of tailored services 

and original spare parts.
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Concept

Performance features

The MB7BT Bi-directional Tractor with articulated steering delivers exceptional performance in terms of versatility and 

productivity. Choose from our wide range of attachments to mount on either end. Take control of this 200-hp, 4-wheel 

hydrostatic drive workhorse and experience the perfect combination of visibility, traction, and balance.

Tractor

MB‘s MB7BT tractor with bi-directional capabilities is a powerful and versatile vehicle, equipped with a CAT C4.4 engine 

that supports a 3-point hitch lift capacity of 6,500 lbs (2,948 kg) at 24” (610 mm). Tractive effort on the 4-wheel hydrosta-

tic drive system is 14,000 lbs.

Engine and Driving

The MB7BT is capable of the following speeds:

• Forward: 28 mph (45 km/h)

• Reverse: 8 mph (12 km/h)

The CAT C4.4 engine produces 200 hp (150 kW) and is turbocharged with an air-to-air intercooler. It is emissions certified 

to meet T4 Final California CARB and EU Stage V emission standards. The brake system includes hydrostatic dynamic 

braking with additional friction dynamic braking at all four wheels, and a spring-applied parking/emergency brake. The 

Mechanical Power Take-Off (PTO) on both ends of the MB7BT operates at 1,000 RPM and is rated at 180 hp, with a clock-

wise rotational direction. Each side of the tractor also features a 3-point CAT III N hitch.
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Cockpit

The MB7BT’s convenient bi-directional capability is supported in the driving cockpit by a rotating seat with an adjustable 

joystick, steering wheel, and console. The seat and controls rotate 210 degrees to face either driving direction. The cabin‘s 

standard equipment package includes a pressurizer, heater, defroster, and high-capacity air conditioning. The windshields 

on both sides are equipped with washers and durable wipers. Additionally, the driver‘s work area features tinted safety 

glass.

Attachment Options

A wide variety of attachments is available for both winter and summer use, including a front-end loader, snow blower, 

rotating broom, and snow plow. The MB7BT is offered with a 20‘ Flail Mower system and is also compatible with multiple 

hitch-mounted mower brands. These options provide versatility, allowing users to tackle a range of tasks throughout the 

year. Whether for snow removal or landscaping, there‘s an attachment suited to every need.

MB’s Mechanical and Technical Support

MB has the largest and most experienced field service team in the industry. Our technicians are strategically located 

across the U.S., ready to provide 24/7 support backed by an extensive parts inventory.
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The MB7BT is built around your mission, delivering 

tailored performance that ensures reliability and 

confidence in any condition.
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Tractor

Engine type CAT C4.4

Performance 150 kW (200 HP)

Number of cylinders 4

Aspiration Turbo charger air to air intercooler

Exhaust emisssions T4 final California CARB / EU Stage V

Air cleaner Dry

Cooling system Liquid cooled / Bi-Directional hydraulic fan

Cold conditions Block heater

Exhaust system DPF and SCR

Mechanical

Axle drive 4 wheel hydrostatic drive

Tractive effort 14,000 lbf

Chassis Fabricated steel

Brakes Hydrostatic dynamic braking / Spring applied parking / Emergency brake

Empty weight approx. 20,000 lbs

Tire size 480/85R34

Tire type Snow tires / Argicultural type

Steering

Steering typ Hydrostatic power / Articulated steering

Articulation angle approx. 45°

Turning circle approx. 33‘

Operators cabin

Driving direction Bi-Directional

Cabin type 2 – door ROPS

Glass Tinted, safety glass

Climate control

Pressurizer 
Heater 

Defroster 
Air conditioning

Fan Multi speed

Seat

Damped spring suspension / adjustable 
Rotating with joystick 

Steering wheel and console 
Rotation - 210° to face either driving direction

Windshield wipers and washers Both sides

Power take off (PTO)

PTO Both sides
Mechanical PTO 1,000RPM 

MAX 180hp, rotational direction – clockwise

PTO transmission 2.1:1 Ratio

Function control
Hydraulic both sides 

Stucci connector

Hydraulic PTO 35 gal/min / 3,000 PSI

Tractor hitch

Hitch
Category III N 

3Pt Hitch, both sides

Lift capacity 6,500 lbs / 24“

Loader arm lift capacity
4,000lbs at maximum extension 
Buckets for diffent applications

Electrical system

Electrical system Alternator 160 A

Battery Qty 2, GRP 31, 950 CCA, 12V

Lighting
Driving lights / Internal dome light / Amber beacon dome light SAE Class 1 / 

Turn signals on both ends / Brake lights on both ends

Controls

Driving Steering wheel / Joystick

Function control Joystick / Control panel

Technical data



Aebi Schmidt North America Inc. 

201 MB Lane 

Chilton, WI 53014, USA 

Phone: +1 800 558 5800 

www.aebi-schmidt.com

© Aebi Schmidt Group 

All rights reserved. 

Technical data is subject to change. 

Illustrations are not binding. 

Errors and amendments excepted.

Document created on 31 OCT 2025

brakes Foot operated E-brake – both directions

Speed

Speed forward 28 mph

Speed reverse 8 mph

Attachments

Attachments Front end loader / Snow blower / Mower / Rotating broom / Regular plow

Capacity

Fuel 2 x 34 gal for 8 hours of operation

Hydraulic 15 gal

Loader operating envelope

Maximum lift height under level bucket 11‘ 3“

Clearance with bucket dumped 9‘ 2“ / 45°

Maximum dump angle 60°

Reach with bucket on ground 7‘ 6“

Maximum rollback angle 28°

Digging depth 3.2“

Maximum bucket height (standard bucket) 14‘ 8“

Lift capactiy to max height at pivot 6,400 lbs

Bucket rollback force at ground 6,440 lbs (31 1/2“ ahead of pivot)


